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DIN EN ISO 9001
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The Company

CABLES FOR AIRPORT EQUIPMENT  

More than 60 years of experience in temperature measurement and control technique as well as in cable production have made
a one man business a company with nearly 500 staff members. Our strength is not only the production of standard products
but also the development and manufacturing of special products acc. to customers’ specifications. Every year we manufactu-
re more than 1500 special products on our customer’s request. Every single product is a challenge for our technical team.

We at B Bröckskes see ourselves as manufacturer and service provider - in the sense of real partnership and customer ori-
ented work. The quality of our products is known in more than 40 countries of the world. Our customers have tested our pro-
ducts intensively and confirm that they have a longer service life than others. In all product ranges we are certified acc. to ISO
9001:2008. Besides we established an environmental management system for our company acc. to ISO 14001:2004, an
occupational health and safety management acc. to NLF/ILO-OSH 2001 and OHSAS 18001:2007 as well as an energy
management system acc. to DIN EN 16001:2009. And our future slogan is: We go forward!

founded: n 1947 by Peter Bröckskes sen.

n an independent, middle sized company

CEO: n Peter Bröckskes

plant/location: n in Viersen (lower Rhine) 110.000 m2 company site

n manufacturing from copper conductor to outer sheath,

n own VDE proofed burnchamber and laboratory

employees/workers: n approx. 420 at the plant in Viersen, 500 worldwide

yearly sales: n approx. 95 Mio. € worldwide

products: n Special Cables   n Temperature Measurement   n Cable Harnessing

certificates and n quality management system acc. to ISO 9001:2008 for every manufacturing field

approvals: n environmental management system acc. to ISO 14001:2004

n occupational health and safety management 
n acc. to NLF/ILO-OSH 2001 and OHSAS 18001:2007

n energy management system acc. to DIN EN 16001:2009

http://www.sab-kabel.de/861/
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CABLES FOR AIRPORT EQUIPMENT  

From our central stock in Viersen-Süchteln or our extrernal stocks we supply standard lengths as well as special dimensions,
often within 24 hours. It is our strength to be at different places at the same time. This shows also our wide product range.
Being always ready to deliver our products of constant quality is one of the premises at B BRÖCKSKES. Challenge, obli-
gation - but also guarantee at the same time. This is your advantage - we are present whenever you need our assistance.

Viersen - Germany
1995

Bergeijk - Netherlands
1995

Viersen - Germany
1947

Nantes - France
1998

Fairfield - USA
2001

Auxerre - France
1996

Chung-Buk - Korea
2005

Faridabad - India
2006

Taipei County - Taiwan
2007

Shanghai - China
2004

Zapopan - Mexico
2004

http://www.sab-kabel.de/861/
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300/500 V 0,6/1 kV

qq qq

D-VIERSEN · BB 380 Boarding Bridge 300/500V 4 x 1,0 mm2

CABLES FOR AIRPORT EQUIPMENT  

BB 380 Boarding Bridge Cables for the flexible application in passenger bridges

Screened version
on request

item no. no. of cores largest outer-ø copper cable
x cross section single wire ± 5% figure weight

n x mm2 ø mm mm kg/km ≈ kg/km
53800205 2 x 0,50 0,21 5,1 9,6 30
53800305 3 x 0,50 0,21 5,4 14,4 38
53800405 4 x 0,50 0,21 5,8 19,2 46
53800505 5 x 0,50 0,21 6,3 24,0 55
53800705 7 x 0,50 0,21 7,3 33,6 74
53801205 12 x 0,50 0,21 9,1 57,6 116
53800207 2 x 0,75 0,21 5,7 14,4 39
53800307 3 x 0,75 0,21 6,0 21,6 49
53800415 4 x 0,75 0,21 6,5 28,8 60
53800507 5 x 0,75 0,21 7,1 36,0 73
53800707 7 x 0,75 0,21 8,3 50,4 99
53801207 12 x 0,75 0,21 10,3 86,4 159
53800210 2 x 1,00 0,21 5,9 19,2 44
53800310 3 x 1,00 0,21 6,2 28,8 56
53800410 4 x 1,00 0,21 6,7 38,4 70
53800510 5 x 1,00 0,21 7,4 48,0 86
53800710 7 x 1,00 0,21 8,6 67,2 116
53801210 12 x 1,00 0,21 10,7 115,2 187

item no. no. of cores largest outer-ø copper cable
x cross section single wire ± 5% figure weight

n x mm2 ø mm mm kg/km ≈ kg/km
53800215 2 x 1,50 0,26 8,1 28,8 78
53800315 3 x 1,50 0,26 8,6 43,2 99
53800415 4 x 1,50 0,26 9,5 57,6 126
53800515 5 x 1,50 0,26 10,4 72,0 153
53800225 2 x 2,50 0,26 9,5 48,0 112
53800325 3 x 2,50 0,26 10,0 72,0 146
53800425 4 x 2,50 0,26 10,9 96,0 179
53800525 5 x 2,50 0,26 12,2 120,0 224
53800240 2 x 4,00 0,31 10,7 76,8 152
53800340 3 x 4,00 0,31 11,5 115,2 202
53800440 4 x 4,00 0,31 12,6 153,6 254
53800540 5 x 4,00 0,31 14,2 192,0 322
53800260 2 x 6,00 0,31 11,9 115,2 202
53800360 3 x 6,00 0,31 12,6 172,8 266
53800460 4 x 6,00 0,31 14,2 230,4 348
53800560 5 x 6,00 0,31 15,6 288,0 426
53800261 2 x 10,00 0,41 15,9 192,0 331
53800361 3 x 10,00 0,41 16,8 288,0 451
53800461 4 x 10,00 0,41 18,6 384,0 566
53800561 5 x 10,00 0,41 20,7 480,0 707

Other dimensions and colours are possible on request.

Technical data:
Nominal voltage: up to 1,00 mm2: Uo/U 300/500 V

from 1,50 mm2: Uo/U 0,6/1 kV

Testing voltage U: 300/500 V:
3000 V acc. to DIN VDE 0281 part 2 + HD 21.2
0,6/1 kV:
4000 V acc. to DIN VDE 0281 part 2 + HD 21.2

Min. bending radius
fixed laying: 7,4 x d
flexible: 7,5 x d

Radiation resistance: 5 x 107 cJ/kg

Temperature range
fixed laying: -40/+90 °C
flexible application: -30/+90 °C

Halogen-free: acc. to DIN VDE 0472 part 815 and IEC 60754-1

Fire performance: flame retardant and self-extinguishing acc. to 
IEC 60332-1-2 + EN 60332-1-2

Oil resistance: very good - TMPU acc. to DIN VDE 0282 part 10
+ HD 22.10

Chem. resistance: good against acids, alkalines, solvents,
hydraulic liquids etc.

Flexibility: very good

Weather resistance: good

Absence of 
harmful substances: acc. to RoHS directive of the European Union

Construction: 
Conductor: bare copper strands acc. to IEC 60228, 

EN 60228, VDE 0295, class 5

Insulation: special A

Colour code: black cores with consecutive numbers
acc. to EN 50334; 
green-yellow earth wire from 3 cores

Stranding: in layers

Wrapping: non-woven tape

Sheath material: PUR

Sheath colour: black (RAL 9005)

Outstanding features:  
‰ halogen-free

‰ oil resistant

‰ weather resistant

‰ sunlight resistant

For
installation in

passenger
bridges

Marking for BB 380 Boarding Bridge 53800410:
SAB BRÖCKSKES · D-VIERSEN · BB 380 Boarding Bridge 300/500V 4 x 1,0 mm2 C

http://www.sab-kabel.de/861/
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33BRÖCKSKES · D-VIERSEN · SABIX A 156 FRNC 450/750 V 0,5 mm2 CS A B

qq

CABLES FOR AIRPORT EQUIPMENT  

CA 156 FRNC Wiring cable 450/750 V

Marking for S A 156 FRNC 61460150:
s BRÖCKSKES · D-VIERSEN · S A 156 FRNC 450/750 V 0,5 mm2C

item no. nominal largest outer-ø copper cable
cross-section single wire ± 5% figure weight

mm2 ø mm mm kg/km ≈ kg/km
6156 .. 82* 1,50 0,26 3,0 14,4 20
6156 .. 84* 2,50 0,26 3,6 24,0 32
6156 .. 86* 4,00 0,31 4,2 38,4 48
6156 .. 87* 6,00 0,31 4,7 57,6 67
6156 .. 88* 10,00 0,41 6,3 96,0 117
6156 .. 89* 16,00 0,41 8,0 153,6 181
6156 .. 90* 25,00 0,41 9,9 240,0 292
6156 .. 91* 35,00 0,41 11,1 336,0 394
6156 .. 92* 50,00 0,41 12,6 480,0 563
6156 .. 93* 70,00 0,41 14,8 672,0 751
6156 .. 94* 95,00 0,51 18,2 912,0 1034
6156 .. 95* 120,00 0,51 19,7 1152,0 1241
6156 .. 96* 150,00 0,51 21,8 1440,0 1544
6156 .. 97* 185,00 0,51 23,2 1776,0 1866
6156 .. 98* 240,00 0,51 26,9 2304,0 2507
6156 .. 99* 300,00 0,51 30,0 2880,0 3125

Other dimensions and colours are possible on request.

Technical data:
Nominal voltage: Uo/U 450/750 V

Testing voltage: 2500 V

Min. bending radius: 7.5 x d
For one single bend: 5 x d

Temperature range
fixed laying: -40/+90 °C
flexible application: -30/+90 °C

Halogen-free: acc. to DIN VDE 0472 part 815 and IEC 60754-1

Fire performance: no flame propagation acc. to IEC 60332
+ EN 60332 cat. C resp. D.
Flame retardant and self-extinguishing 
acc. to IEC 60332-1-2 and EN 60332-1-2.

Corrosiveness of in compliance with IEC 60754-2 
conflagration gases: and EN 50267-2-2 + VDE 0482 part 267-2-2 - 

no development of corrosive conflagration gases
Smoke density: acc. to IEC 61034 + EN 61034

Flexibility: good

Weather resistance: good

Absence of 
harmful substances: acc. to RoHS directive of the European Union

Construction: 
Conductor: bare copper strands acc. to IEC 60228,

EN 60228, VDE 0295, class 5

Insulation: A FRNC

Colour code: coloured

Outstanding features:  
‰ halogen-free

‰ no flame propagation

‰ flame retardant and self-extinguishing

‰ very good stripping

‰ flexible

* Colour code for single conductors:

01 = black 06 = green

02 = blue 07 = violet

03 = brown 08 = white

04 = grey 16 = gentian blue

05 = yellow 27 = green-yellow

UL-Typ:
x A 157 FRNC

On request with
tinned copper strands

www.sab-kabel.de/halogen-free_single_conductors/
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BRÖCKSKES · D-VIERSEN · SD 200 25 x 0,14 mm2 CS A B33

qq

CABLES FOR AIRPORT EQUIPMENT  

SD 200 Extremely flexible TPE/PUR data cable with coloured cores for continuous movement

Marking for SD 200 07742501:
SAB BRÖCKSKES · D-VIERSEN · SD 200 25 x 0,14 mm2 C

item no. no. of cores largest outer-ø copper cable
x cross section single wire ± 5% figure weight

n x mm2 ø mm mm kg/km ≈ kg/km
07740201 2 x 0,14 0,11 3,2 2,7 11
07740301 3 x 0,14 0,11 3,3 4,0 13
07740401 4 x 0,14 0,11 3,6 5,4 15
07740501 5 x 0,14 0,11 3,8 6,7 18
07740701 7 x 0,14 0,11 4,4 9,4 24
07741001 10 x 0,14 0,11 5,1 13,4 30
07741201 12 x 0,14 0,11 5,2 16,1 34
07741401 14 x 0,14 0,11 5,5 18,8 38
07741801 18 x 0,14 0,11 6,0 24,2 48
07742501 25 x 0,14 0,11 7,1 33,6 63
07743201 32 x 0,14 0,11 7,6 43,0 78
07740202 2 x 0,25 0,11 3,5 4,8 15
07740302 3 x 0,25 0,11 3,7 7,2 18
07740402 4 x 0,25 0,11 3,9 9,6 21
07740502 5 x 0,25 0,11 4,2 12,0 25
07740702 7 x 0,25 0,11 4,9 16,8 34
07741002 10 x 0,25 0,11 5,7 24,0 43

item no. no. of cores largest outer-ø copper cable
x cross section single wire ± 5% figure weight

n x mm2 ø mm mm kg/km ≈ kg/km
07741202 12 x 0,25 0,11 5,8 28,8 49
07741402 14 x 0,25 0,11 6,1 33,6 56
07741802 18 x 0,25 0,11 6,8 43,2 71
07742502 25 x 0,25 0,11 8,1 60,0 94
07743202 32 x 0,25 0,11 8,8 76,8 120
07740203 2 x 0,34 0,11 3,7 6,5 17
07740303 3 x 0,34 0,11 3,9 9,8 21
07740403 4 x 0,34 0,11 4,2 13,1 25
07740503 5 x 0,34 0,11 4,5 16,3 30
07740703 7 x 0,34 0,11 5,2 22,8 41
07741003 10 x 0,34 0,11 6,1 32,6 52
07741203 12 x 0,34 0,11 6,3 39,2 60
07741403 14 x 0,34 0,11 6,6 45,7 69
07741803 18 x 0,34 0,11 7,3 58,8 87
07742503 25 x 0,34 0,11 8,9 81,6 119
07743203 32 x 0,34 0,11 9,5 104,4 149

Other dimensions and colours are possible on request.

Outstanding features:
‰ labs uncritical

(labs = enamel moisturing interfering substances)

‰ flexible at low temperatures

‰ halogen-free

‰ travel > 10 m is possible

‰ high abrasion resistance

‰ min. bending radius

‰ small outer diameter

Construction:
Conductor: bare copper strands, extra fine wires

Insulation: TPE 

Colour code: with reference to DIN 47100

Stranding: specially adjusted layering with 
non-woven tape over each layer

Wrapping: non-woven tape

Sheath material: PUR, TMPU acc. to DIN VDE 0282
part 10 + HD 22.10 with mat surface

Sheath colour: grey (RAL 7032)

Technical data:
Peak operating voltage: max. 350 V acc. to DIN VDE

Testing voltage U: 1500 V acc. to DIN VDE 0472 part 509

Min. bending radius
continuously flexible: 7,5 x d

Radiation resistance: 5 x 107 cJ/kg

Temperature range
fixed laying: -50/+90 °C
flexible application: -40/+90 °C

Halogen-free: acc. to DIN VDE 0472 part 815 + IEC 60754-1

Oil resistance: very good - 
TMPU acc. to DIN VDE 0282 part 10 + HD 22.10

Chem. resistance: good against acids, alkalines, solvents,  
hydraulic liquids etc..

Continuous flexibility: very good

Weather resistance: very good

Absence of 
harmful substances: acc. to RoHS directive of the European Union

UL/CSA-Typ:
SD 980 P

Screened version
on request

www.sab-kabel.de/pur_cable_track_data_and_control/
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33BRÖCKSKES · D-VIERSEN · SD 200 C TP 3 x 2 x 0,5 mm2 CA B

qq

CABLES FOR AIRPORT EQUIPMENT  

SD 200 C TP Continuously flexible paired TPE/PUR data cable 
with coloured cores and overall copper screen

Marking for SD 200 C TP 07890350:
SAB BRÖCKSKES · D-VIERSEN · SD 200 C TP 3 x 2 x 0,5 mm2 C

Outstanding features:
‰ labs uncritical

(labs = enamel moisturing interfering substances)

‰ flexible at low temperatures

‰ halogen-free

‰ travel > 10 m is possible

‰ good EMC characteristics

‰ high abrasion resistance

Technical data:
Peak operating voltage: max. 350 V acc. to DIN VDE

Testing voltage: 1500 V acc. to DIN VDE 0472 part 509
core/screen 1200 V

Min. bending radius
continuously flexible: 7,5 x d

Radiation resistance: 5 x 107 cJ/kg

Temperature range
fixed laying: -50/+90 °C
flexible application: -40/+90 °C

Halogen-free: acc. to DIN VDE 0472 part 815 + IEC 60754-1

Oil resistance: very good - 
TMPU acc. to DIN VDE 0282 part 10 + HD 22.10

Chem. resistance: good against acids, alkalines, solvents, 
hydraulic liquids etc..

Continuous flexibility: very good

Weather resistance: very good

Absence of 
harmful substances: acc. to RoHS directive of the European Union

Construction:
Conductor: bare copper strands, extra fine wires

Insulation: TPE 

Colour code: with reference to DIN 47100

Stranding: cores twisted to pairs, pairs twisted in
specially adjusted layering with 
non-woven tape over each layer

Wrapping: non-woven tape
Screen: tinned copper braiding
Wrapping: non-woven tape
Sheath material: PUR, TMPU acc. to DIN VDE 0282 part 10 

+ HD 22.10 with mat surface

Sheath colour: grey (RAL 7000)

item no. no. of pairs largest outer-ø copper cable
x cross section single wire ± 10% figure weight

n x 2 x mm2 ø mm mm kg/km ≈ kg/km
07890214 2 x 2 x 0,14 0,11 4,6 17,4 28
07890314 3 x 2 x 0,14 0,11 5,1 20,2 32
07890414 4 x 2 x 0,14 0,11 5,8 24,7 39
07890514 5 x 2 x 0,14 0,11 6,2 28,8 46
07890614 6 x 2 x 0,14 0,11 6,4 31,5 53
07890714 7 x 2 x 0,14 0,11 6,7 35,9 59
07891014 10 x 2 x 0,14 0,11 7,9 47,5 72
07891414 14 x 2 x 0,14 0,11 9,0 62,7 96
07891814 18 x 2 x 0,14 0,11 10,0 89,6 129
07892514 25 x 2 x 0,14 0,11 11,7 114,3 170
07890225 2 x 2 x 0,25 0,11 5,1 21,8 35
07890325 3 x 2 x 0,25 0,11 5,7 28,3 44
07890425 4 x 2 x 0,25 0,11 6,4 36,1 52
07890525 5 x 2 x 0,25 0,11 6,9 41,1 61
07890625 6 x 2 x 0,25 0,11 7,1 47,3 69
07890725 7 x 2 x 0,25 0,11 7,4 54,1 82
07891025 10 x 2 x 0,25 0,11 8,9 70,8 101
07891425 14 x 2 x 0,25 0,11 10,9 108,7 153
07891825 18 x 2 x 0,25 0,11 11,6 133,4 189
07892525 25 x 2 x 0,25 0,11 13,8 171,9 262
07890234 2 x 2 x 0,34 0,11 5,4 20,3 40
07890334 3 x 2 x 0,34 0,11 6,0 34,9 52
07890434 4 x 2 x 0,34 0,11 6,9 43,2 63
07890534 5 x 2 x 0,34 0,11 7,4 53,1 73

item no. no. of pairs largest outer-ø copper cable
x cross section single wire ± 10% figure weight

n x 2 x mm2 ø mm mm kg/km ≈ kg/km
07890734 7 x 2 x 0,34 0,11 8,0 66,4 94
07891034 10 x 2 x 0,34 0,11 9,6 90,5 121
07891434 14 x 2 x 0,34 0,11 11,6 138,3 181
07891834 18 x 2 x 0,34 0,11 12,5 169,2 223
07892534 25 x 2 x 0,34 0,11 14,7 247,3 313
07890250 2 x 2 x 0,50 0,11 6,3 34,6 52
07890350 3 x 2 x 0,50 0,11 6,9 47,3 68
07890450 4 x 2 x 0,50 0,11 7,9 61,4 85
07890550 5 x 2 x 0,50 0,11 8,8 73,1 103
07890750 7 x 2 x 0,50 0,11 9,4 108,4 136
07891050 10 x 2 x 0,50 0,11 11,3 143,3 189
07891450 14 x 2 x 0,50 0,11 13,5 191,7 256
07891850 18 x 2 x 0,50 0,11 14,7 257,8 335
07892550 25 x 2 x 0,50 0,11 17,0 336,5 436
07890275 2 x 2 x 0,75 0,11 7,2 47,4 69
07890375 3 x 2 x 0,75 0,11 7,9 66,2 85
07890475 4 x 2 x 0,75 0,11 8,9 101,0 109
07890575 5 x 2 x 0,75 0,11 10,8 118,8 159
07890775 7 x 2 x 0,75 0,11 11,6 148,0 213
07891075 10 x 2 x 0,75 0,11 13,5 228,0 267
07891475 14 x 2 x 0,75 0,11 16,1 296,9 372
07891875 18 x 2 x 0,75 0,11 17,3 366,1 463
07892575 25 x 2 x 0,75 0,11 20,1 480,5 606

Other dimensions and colours are possible on request.

UL/CSA-Typ:
SD 980 C TP

www.sab-kabel.de/pur_cable_track_data_and_control/
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BRÖCKSKES · D-VIERSEN · S 200 12 x 1,5 mm2 CS A B

BRÖCKSKES · D-VIERSEN · S 200 1 x 10,0 mm2 CS A B

CABLES FOR AIRPORT EQUIPMENT  

S 200 Extremely flexible TPE/PUR control cable with numbered cores for continuous movement

Marking for S 200 07440161:
SAB BRÖCKSKES · D-VIERSEN · S 200 1 x 10,0 mm2 C

Marking for S 200 07741215:
SAB BRÖCKSKES · D-VIERSEN · S 200 12 x 1,5 mm2 C

Also available as hybrid cable for example

3G1,0 + 16 x 0,34 mm2

3G1,0 + 08 x 0,34 mm2 

1G0,5 + 04 x 0,34 mm2 

Peak operating voltage of data conductors: max. 500 V

item no. no. of cores largest outer-ø copper cable
x cross section single wire ± 5% figure weight

n x mm2 ø mm mm kg/km ≈ kg/km
07740205 2 x   0,50 0,16 4,9 9,6 27
07740305 3 x   0,50 0,16 5,1 14,4 34
07740405 4 x   0,50 0,16 5,5 19,2 41
07740505 5 x   0,50 0,16 6,0 24,0 50
07740705 7 x   0,50 0,16 6,9 33,6 67
07741205 12 x   0,50 0,16 8,3 57,6 98
07741805 18 x   0,50 0,16 9,9 86,4 145
07742505 25 x   0,50 0,16 11,9 120,0 196
07743605 36 x   0,50 0,16 13,7 172,8 280
07745005 50 x   0,50 0,16 16,1 240,0 379
07746505 65 x   0,50 0,16 18,2 312,0 492
07740207 2 x   0,75 0,16 5,4 14,4 35
07740307 3 x   0,75 0,16 5,7 21,6 45
07740407 4 x   0,75 0,16 6,1 28,8 54
07740507 5 x   0,75 0,16 6,7 36,0 66
07740707 7 x   0,75 0,16 7,7 50,4 90
07741207 12 x   0,75 0,16 9,6 86,4 137

item no. no. of cores largest outer-ø copper cable
x cross section single wire ± 5% figure weight

n x mm2 ø mm mm kg/km ≈ kg/km
07741807 18 x   0,75 0,16 11,3 129,6 201
07742507 25 x   0,75 0,16 13,9 180,0 277
07743607 36 x   0,75 0,16 15,4 259,2 382
07745007 50 x   0,75 0,16 18,4 360,0 526
07746507 65 x   0,75 0,16 20,8 468,0 683
07740210 2 x   1,00 0,16 5,8 19,2 43
07740310 3 x   1,00 0,16 6,1 28,8 55
07740410 4 x   1,00 0,16 6,6 38,4 67
07740510 5 x   1,00 0,16 7,2 48,0 83
07740710 7 x   1,00 0,16 8,4 67,2 114
07741210 12 x   1,00 0,16 10,4 115,2 173
07741810 18 x   1,00 0,16 12,3 172,8 256
07742510 25 x   1,00 0,16 15,1 240,0 353
07743610 36 x   1,00 0,16 17,0 345,6 497
07745010 50 x   1,00 0,16 20,2 480,0 682
07746510 65 x   1,00 0,16 22,9 624,0 886

Continued on next page

Construction:
Conductor: bare copper strands acc. to IEC 60228,

EN 60228, VDE 0295, class 6

Insulation: TPE 

Colour code black cores with consecutive numbers 
from 2 acc. to EN 50334; 
conductors green-yellow earth wire from 3 cores

Stranding: specially adjusted layering with 
non-woven tape over each layer

Wrapping: non-woven tape

Sheath material: PUR, TMPU acc. to DIN VDE 0282 part 10 
+ HD 22.10 with mat surface

Sheath colour: grey (RAL 7000)

Technical data:
Nominal voltage: Uo/U 300/500 V

Testing voltage U: 2000 V acc. to DIN VDE 0281 part 2 + HD 21.2

Min. bending radius
continuously flexible: 7,5 x d

Radiation resistance: 5 x 106 cJ/kg

Temperature range
fixed laying: -50/+90 °C
flexible application: -40/+90 °C

Halogen-free: acc. to DIN VDE 0472 part 815 + IEC 60754-1

Oil resistance: very good - 
TMPU acc. to DIN VDE 0282 part 10 + HD 22.10

Chem. resistance: good against acids, alkalines, solvents, 
hydraulic liquids etc..

Continuous flexibility: very good

Weather resistance: very good

Absence of 
harmful substances: acc. to RoHS directive of the European Union

Outstanding features:
‰ labs uncritical

(labs = enamel moisturing interfering substances)

‰ flexible at low temperatures

‰ halogen-free

‰ travel > 10 m is possible

‰ high abrasion resistance

‰ min. bending radius

‰ small outer diameter

www.sab-kabel.de/pur_cable_track_data_and_control/
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BRÖCKSKES · D-VIERSEN · S 200 1 x 10,0 mm2 CS A B 33

BRÖCKSKES · D-VIERSEN · S 200 12 x 1,5 mm2 CS A B

qq

CABLES FOR AIRPORT EQUIPMENT  

S 200 Extremely flexible TPE/PUR control cable with numbered cores for continuous movement

Marking for S 200 07440161:
SAB BRÖCKSKES · D-VIERSEN · S 200 1 x 10,0 mm2 C

Marking for S 200 07741215:
SAB BRÖCKSKES · D-VIERSEN · S 200 12 x 1,5 mm2 C

item no. no. of cores largest outer-ø copper cable
x cross section single wire ± 5% figure weight

n x mm2 ø mm mm kg/km ≈ kg/km
07740115 1 x   1,50 0,16 4,0 14,4 25
07740215 2 x   1,50 0,16 6,4 28,8 55
07740315 3 x   1,50 0,16 6,7 43,2 73
07740415 4 x   1,50 0,16 7,3 57,6 91
07740515 5 x   1,50 0,16 8,0 72,0 112
07740715 7 x   1,50 0,16 9,6 100,8 157
07741215 12 x   1,50 0,16 11,9 172,8 243
07741815 18 x   1,50 0,16 14,2 259,2 364
07742515 25 x   1,50 0,16 17,1 360,0 493
07743615 36 x   1,50 0,16 19,2 518,4 695
07745015 50 x   1,50 0,16 23,0 720,0 955
07746515 65 x   1,50 0,16 26,0 936,0 1241
07740125 1 x   2,50 0,16 4,6 24,0 37
07740225 2 x   2,50 0,16 8,0 48,0 86
07740325 3 x   2,50 0,16 8,5 72,0 116
07740425 4 x   2,50 0,16 9,4 96,0 147
07740525 5 x   2,50 0,16 10,4 120,0 182
07740725 7 x   2,50 0,16 12,4 168,0 255
07741225 12 x   2,50 0,16 15,8 288,0 405
07741825 18 x   2,50 0,16 18,6 432,0 596
07742525 25 x   2,50 0,16 22,7 600,0 814
07743625 36 x   2,50 0,16 25,5 864,0 1146
07740140 1 x   4,00 0,16 5,4 38,4 54
07740240 2 x   4,00 0,16 9,3 76,8 127
07740340 3 x   4,00 0,16 9,8 115,2 169
07740440 4 x   4,00 0,16 10,8 153,6 210
07740540 5 x   4,00 0,16 12,1 192,0 272
07740740 7 x   4,00 0,16 14,6 268,8 389
07740160 1 x   6,00 0,21 6,1 57,6 76

item no. no. of cores largest outer-ø copper cable
x cross section single wire ± 5% figure weight

n x mm2 ø mm mm kg/km ≈ kg/km
07740260 2 x   6,00 0,21 10,8 115,2 183
07740360 3 x   6,00 0,21 11,7 172,8 246
07740460 4 x   6,00 0,21 12,8 230,4 310
07740560 5 x   6,00 0,21 14,5 288,0 400
07740760 7 x   6,00 0,21 17,3 403,2 561
07740161 1 x   10,0 0,21 7,1 96,0 117
07740361 3 x   10,0 0,21 14,5 288,0 407
07740461 4 x   10,0 0,21 15,8 384,0 506
07740561 5 x   10,0 0,21 17,2 480,0 627
07740162 1 x   16,0 0,21 8,3 153,6 177
07740362 3 x   16,0 0,21 17,2 460,8 604
07740462 4 x   16,0 0,21 19,0 614,4 780
07740562 5 x   16,0 0,21 21,2 768,0 978
07740163 1 x   25,0 0,21 9,9 240,0 270
07740363 3 x   25,0 0,21 20,6 720,0 920
07740463 4 x   25,0 0,21 22,8 960,0 1182
07740563 5 x   25,0 0,21 25,4 1200,0 1485
07740164 1 x   35,0 0,21 11,5 336,0 362
07740464 4 x   35,0 0,21 26,4 1344,0 1598
07740564 5 x   35,0 0,21 29,4 1680,0 2010
07740165 1 x   50,0 0,31 14,0 480,0 531
07740465 4 x   50,0 0,31 31,8 1920,0 2259
07740166 1 x   70,0 0,31 16,7 672,0 744
07740167 1 x   95,0 0,31 20,5 912,0 1020
07740168 1 x 120,0 0,31 21,5 1152,0 1244
07740169 1 x 150,0 0,31 24,6 1440,0 1584
07740170 1 x 185,0 0,41 26,7 1776,0 1920
07740171 1 x 240,0 0,41 30,1 2304,0 2458

Other dimensions and colours are possible on request.

UL/CSA-Typ:
S 980 P

Screened version
on request

www.sab-kabel.de/pur_cable_track_data_and_control/
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33 SL 801 C 4 x 0,75 mm2 + 2 x (2 x 0,34 mm2)                     
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CABLES FOR AIRPORT EQUIPMENT  

SL 801 C Combined TPE/PUR motor connection cable with overall copper screen 0.6/1 kV

Marking for SL 801 C 08010407:
SAB BRÖCKSKES · D-VIERSEN · SL 801 C  4 x 0,75 mm2 + 2 x (2 x 0,34 mm2)                        C

Technical data:
Nominal voltage: supply cores Uo/U 0.6/1 kV

Peak operating voltage: control cores max. 500 V

Testing voltage U: supply cores 4000 V
control cores max. 1500 V

Min. bending radius
fixed laying: 5 x d
flexible application: 10 x d
continuously flexible: 12 x d

Radiation resistance: 5 x 107 cJ/kg

Temperature range
fixed laying: -50/+90 °C
flexible application: -40/+90 °C

Oil resistance: very good - TMPU acc. to DIN VDE 0282 
part 10 + HD 22.10

Chem. resistance: good against acids, alkalines, solvents,
hydraulic liquids etc.

Weather resistance: very good

Absence of 
harmful substances: acc. to RoHS directive of the European Union

Construction: 
Conductor: bare copper strands acc. to IEC 60228,

EN 60228, VDE 0295, class 6 
>0,5 mm2 acc. to DIN VDE 0812

Insulation: TPE 

Colour code: black cores with consecutive numbers
acc. to EN 50334; 
(except 0,34 mm2 = coloured) 
and a green-yellow earth wire

from item no. supply cores: U1, V2, W3  
08011415: and a green-yellow earth wire

control cores: BR1 and BR2

Stranding: control cores 0,34 mm2 - 2,5 mm2 twisted to pairs

Screen: pairs wrapped with Alu-foil,
tinned copper braid

Wrapping: pairs with PETP foil 

Stranding: screened control pairs and supply cores 
twisted together in layers

Wrapping: non-woven tape

Screen: tinned copper braiding

Wrapping: non-woven tape 

Sheath material: PUR, TMPU acc. to DIN VDE 0282 part 10 
+ HD 22.10 with mat surface

Sheath colour: orange (RAL 2003)

item no. dimensions AWG largest outer-ø copper cable
supply cores control cores single wire mm figure weight

(pairs) ø mm kg/km ≈ kg/km

08010407 4 x 0,75 + 2 x (2 x 0,34) 19 / 4c 22 / 2pr 0,16/0,11 10,5 ± 0,5 115,5 160
08010410 4 x 1,00 + 2 x (2 x 0,75) 18 / 4c 19 / 2pr 0,16 12,0 ± 0,5 154,2 209
08010415 4 x 1,50 + 2 x (2 x 0,75) 16 / 4c 19 / 2pr 0,16 12,2 ± 0,5 174,3 233
08010425 4 x 2,50 + 2 x (2 x 1,00) 14 / 4c 18 / 2pr 0,16 15,0 ± 0,8 236,8 312
08010441 4 x 4,00 + (2 x 1,00) + (2 x 1,50) 12 / 4c 18 / 1pr + 16 / 1pr 0,16 17,8 ± 0,6 349,8 463
08010461 4 x 6,00 + (2 x 1,00) + (2 x 1,50) 10 / 4c 18 / 1pr + 16 / 1pr 0,21/0,16 18,6 ± 0,8 437,6 580
08010471 4 x 10,00 + (2 x 1,00) + (2 x 1,50) 8 / 4c 18 / 1pr + 16 / 1pr 0,21/0,16 22,5 ± 1,0 613,5 792
08010485 4 x 16,00 + 2 x (2 x 1,50) 6 / 4c 16 / 2pr 0,21/0,16 27,6 ± 0,8 880,6 1130
08010490 4 x 25,00 + 2 x (2 x 1,50) 4 / 4c 16 / 2pr 0,21/0,16 28,0 ± 1,0 1237,0 1507
08010495 4 x 35,00 + 2 x (2 x 1,50) 2 / 4c 16 / 2pr 0,21/0,16 32,0 ± 1,0 1647,3 2011
08010496 4 x 50,00 + 2 x (2 x 2,50) 1 / 4c 14 / 2pr 0,21/0,16 38,2 ± 1,0 2324,0 2866

08011415 4 x 1,50 + (2 x 1,50) 16 / 4c 16 / 1pr 0,16 12,5 ± 0,4 161,8 213
08011425 4 x 2,50 + (2 x 1,50) 14 / 4c 16 / 1pr 0,16 13,8 ± 0,4 202,1 266
08011440 4 x 4,00 + (2 x 1,50) 12 / 4c 16 / 1pr 0,16 14,9 ± 0,4 270,4 353
08011460 4 x 6,00 + (2 x 1,50) 10 / 4c 16 / 1pr 0,21/0,16 16,7 ± 1,1 382,5 490
08011470 4 x 10,00 + (2 x 1,50) 8 / 4c 16 / 1pr 0,21/0,16 19,2 ± 1,6 549,4 698
08011480 4 x 16,00 + (2 x 1,50) 6 / 4c 16 / 1pr 0,21/0,16 23,0 ± 1,7 802,2 1008
08011490 4 x 25,00 + (2 x 1,50) 4 / 4c 16 / 1pr 0,21/0,16 26,9 ± 1,0 1171,1 1448
08011495 4 x 35,00 + (2 x 1,50) 2 / 4c 16 / 1pr 0,21/0,16 31,0 ± 1,0 1592,3 2012
08011496 4 x 50,00 + (2 x 1,50) 1 / 4c 16 / 1pr 0,21/0,16 34,8 ± 1,0 2203,3 2695

Other dimensions and colours are possible on request.

Outstanding features:
‰ very good EMC characteristics

‰ long service life

‰ adhesion-free installation

‰ high flexibility

‰ halogen-free

‰ labs uncritical
(labs = enamel moisturing interfering substances)

‰ flexible at low temperatures

‰ DESINA® colours

suitable for 

cable tracks and

very good EMC

UL/CSA-Typ:
SL 841 C

Cable harnessing
possible on request

http://www.sab-kabel.de/861/
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D-VIERSEN · SL 802 C  9 x 0,5 mm2 CS A B

N · SL 803 C  10 x 0,14 mm2 + 2 x 0,5 mm2 C
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CABLES FOR AIRPORT EQUIPMENT  

SL 802 C TPE/PUR feedback cable with overall copper screen

SL 803 C TPE/PUR transmission cable with overall copper screen

Marking for SL 803 C  08030112:
SAB BRÖCKSKES · D-VIERSEN · SL 803 C  10 x 0,14 mm2 + 2 x 0,5 mm2 C

Marking for SL 802 C  08020050:
SAB BRÖCKSKES · D-VIERSEN · SL 802 C  9 x 0,5 mm2 C

Technical data:
Peak operating voltage
SL 802 C: max. 500 V
SL 803 C: max. 350 V

Testing voltage U: 2000 V

Min. bending radius
fixed laying: 5 x d
flexible application: 10 x d
continuously flexible: 12 x d

Radiation resistance: 5 x 107 cJ/kg

Temperature range
fixed laying: -50/+90 °C
flexible application: -40/+90 °C

Oil resistance: very good - TMPU acc. to DIN VDE 0282 part 10 
+ HD 22.10

Chem. resistance: good against acids, alkalines, solvents, 
hydraulic liquids etc.

Weather resistance: very good

Absence of 
harmful substances: acc. to RoHS directive of the European Union

Construction: 
Conductor: bare copper strands acc. to DIN VDE 0812

Insulation: TPE 

Colour code: coloured 

Stranding
SL 802 C: in layers
SL 803 C: in layers or pairwise

acc. to dimension:
Screen: pairs screened or 

wrapped with tinned copper braid 

Inner sheath: TPE 510

Stranding: cores/pairs twisted together in layers

Wrapping: non-woven tape or netting tape

Screen: tinned copper braiding

Wrapping: non-woven tape 

Sheath material: TMPU acc. to DIN VDE 0282 part 10
+ HD 22.10 with mat surface

Sheath colour: orange (RAL 2003) or
green (RAL 6018)

item no. dimensions sheath largest outer-ø copper cable
colour single wire ± 10% figure weight

ø mm mm kg/km ≈ kg/km

Motor-Feedbackleitung
08020050 9 x 0,50 orange 0,16 7,8 66,2 97
Geberleitung
08030009 4 x 2 x 0,25 + 2 x 0,50 orange 0,11/0,16 7,8 51,8 81
08030010 4 x 2 x 0,25 + 2 x 1,00 orange 0,11/0,16 7,9 63,3 93
08030160 3 x 2 x 0,25 + 3 x 0,25 + 2 x 1,00 orange 0,11/0,16 7,9 65,8 96
08030040 3 x 2 x 0,25 orange 0,11 6,3 33,2 52
08030060 4 x 2 x 0,14 + (4 x 0,14) D + 4 x 1,00 orange 0,11/0,16 9,7 88,5 135

08030012 4 x 2 x 0,14 + 4 x 0,50 grün 0,11/0,16 7,9 54,9 86
08030112 10 x 0,14 + 2 x 0,50 grün 0,11/0,16 7,0 44,0 66
08030114 10 x 0,14 + 4 x 0,50 grün 0,11/0,16 7,8 55,6 83
08030013 4 x 2 x 0,38 + 4 x 0,50 grün 0,11/0,16 8,9 75,9 112
08030020 3 x (2 x 0,14 C) + 2 x 1,00 grün 0,11/0,16 8,6 80,6 102
08030022 3 x (2 x 0,14 C) + 2 x (0,50 C) grün 0,11/0,16 8,8 87,6 108
08031050 3 x (2 x 0,14 D) + 4 x 0,14 + 4 x 0,22 + 2 x 0,50 grün 0,11 9,5 77,9 121

Other dimensions and colours are possible on request.

Outstanding features:
‰ very good EMC characteristics

‰ very high flexibility

‰ very long service life

‰ adhesion-free installation

‰ oil resistant

‰ halogen-free

‰ labs uncritical
(labs = enamel moisturing interfering substances)

‰ flexible at low temperatures

‰ DESINA® colours

suitable for

cable tracks

UL/CSA-Typ:
SL 842 C / SL 843 C
suitable for resolvers
and shaft encoders

www.sab-kabel.de/motor_feedback_cables_copper/
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33 BRÖCKSKES · D-VIERSEN · S PB 640 · 24 AWG/2c 06402601 C

qq
Outstanding features:

‰ short assembling time
‰ avoidance of 

connection errors

CABLES FOR AIRPORT EQUIPMENT  

S PB 640 Highly flexible PUR Profibus-DP cable

S PB 640 UL Highly flexible PUR Profibus-DP cable with UL recognition

Marking for S PB 640 06402601:
SAB BRÖCKSKES · D-VIERSEN · S PB 640 · 24 AWG/2c 06402601 C

item no. type no. of cores x outer-ø copper figure cable weight
AWG ± mm kg/km ≈ kg/km

06402601 S PB 640 2 x AWG 24 8,0 ± 0,4 31,2 57
06402611 S PB 640 UL 2 x AWG 24 8,0 ± 0,4 31,2 62

Other dimensions and colours are possible on request.

Profibus-DP and Profibus-FMS apply the
same transmission technology and a uniform
bus access log. Therefore, both types can be
used simultaneously on one cable.

with 

„Fast Connect”

construction

Construction: S PB 640 S PB 640 UL

Dimension: 2 x 24 AWG

Conductor: bare copper strands AWG 24

Core insulation: acc. to DIN VDE 0819 partl 103 (02YI1)

Colour code: red, green

Stranding: in layers

Wrapping: alu foil and tinned copper braiding

Inner sheat, nature: G

Outer sheath: PUR, TMPU acc. to DIN VDE 0282 part 10 with matt surface

Sheath colour: redlilac (RAL 4001)

Technical data: S PB 640 S PB 640 UL

Item number: 0640-2601 0640-2611

Peak operating voltage: max. 350 V

Testing voltage: 1500 V

Voltage acc. to UL: --- 30 V

Temperature range
fixed laying:
flexible application:

-40/+80°C
-30/+80°C

UL: up to +60°C
-40/+80°C
-30/+80°C

Min. bending radius: 12 x d

Halogen-free: acc. to DIN VDE 0472 part 815 + IEC 60754-1

Fire performance: flame retardant and self-extinguishing acc. to IEC 60332-1-2 + EN 60332-1-2

Characteristic impedance 3 - 20 MHz: 150Ω ± 10%

Oil resistance: very good - TMPU acc. to DIN VDE 0282 part 10

For fixed installation: X

For flexible application: X

Suitable for cable tracks: X

UL Style: --- X

Absence of harmful substances: acc. to RoHS directive of the European Union

www.sab-kabel.de/profibus-dp_cables_profibus-fm/
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D-VIERSEN ·  PN 679 CAT 5 Typ B  4x2x26AWG   C 33

CABLES FOR AIRPORT EQUIPMENT  

PN 679 PUR Industrial Ethernet Cables CAT 5 type B, for flexible applications, twisted pairs
PUR Industrial Ethernet Cables CAT 5 type C,S PN 681 continuously flexible, suitable for cable tracks, twisted pairs

Marking for PN 679:
S BRÖCKSKES · D-VIERSEN ·  PN 679 CAT 5 Typ B  4x2x26AWG   C

item no. type no. of pairs cross section max. outer-ø copper cable ohmic resistance
core-ø ± 5% figure weight at 20°C acc. to VDE 0812

AWG mm mm kg/km ≈kg/km max.Ω/km
06792604 PN 679 4 26 1,10 7,3 35,0 58 148
06812604 S PN 681 4 26 1,10 7,2 35,5 58 145

Other dimensions and colours are possible on request.

Construction : PN 679 type B
flexible

S PN 681 type C
continuously flexible

Dimension: 4 x 2 x 26 AWG

Conductor: tinned copper strands, fine wires 
acc. to VDE 0812

tinned copper strands,
extra fine wires

Core insulation: PE, L/MD acc. to DIN VDE 0819 part 103 S 151

Colour code: white cores with numbers 1 - 4 (+ blue, orange, green, brown)

Stranding: twisted pairs

Wrapping: PETP foil + alu foil non-woven tapes + alu foil

Screen: tinned copper braiding

Wrapping: non-woven tape

Outer sheath: PUR

Sheath colour: green (similar RAL 6018)

Technical data: PN 679 type B
flexible

S PN 681 type C
continuously flexible

Item number: 0679-2604 0681-2604

Peak operating voltage VDE: max. 350 V

Testing voltage: core/core 1500 V, core/screen 1200 V

Temperature range VDE
fixed laying:
flexible application:

- 40°C / + 70°C
- 40°C / + 70°C

- 40°C / + 90°C
- 30°C / + 90°C

Min. bending radius
fixed laying:
flexible application:
continuously flexible:

5 x d
10 x d

5 x d
10 x d
12 x d

Characteristic impedance: 100Ω ± 10Ω, accomplishes the electrical and transmission requirements with high frequency 
acc. to EN 50288-2-2 (CAT 5 acc. to EN 50173-1)

Halogen-free: acc. to DIN VDE 0472 part 815 + IEC 60754-1

Oil resistance: TMPU acc. to DIN VDE 0282 part 10 + HD 22.10

Absence of harmful substances: acc. to RoHS directive of the European Union

www.sab-kabel.de/industrial_ethernet_cat-5_cables/
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D-VIERSEN · DR PN 689 P Highflex  2x2x22AWG   C33

CABLES FOR AIRPORT EQUIPMENT  

DR PN 689 P Highflex PUR reeling Profinet Special Industrial Ethernet Cable CAT 5

PUR Hybrid Special Industrial Ethernet Cable PUR Profinet type C,S PN 668 Hybrid CAT 5, continuously flexible, S PN 669 continuously flexible with UL recognitionsuitable for cable tracks with UL recognition

Marking for DR PN 689 P Highflex:
S BRÖCKSKES · D-VIERSEN · DR PN 689 P Highflex  2x2x22AWG   C

item no. type no. of cores cross section approx. outer-ø copper cable ohmic resistance
core-ø ± 5% figure weight at 20°C acc. to VDE 0812

AWG mm mm kg/km ≈kg/km max.Ω/km
06892202 DR PN 689 P Highflex, reeling cable 4 22 1,50 7,9 36,2 82 58,0
06689010 S PN 668 Hybrid 8 22 + 16 1,50 / 2,15 10,0 94,1 158 58,0 / 13,3
06692202 S PN 669 4 22 1,55 6,9 36,7 69 58,0

Other dimensions and colours are possible on request.

Construction: DR PN 689 P Highflex
reeling

Profinet cable

S PN 668 Hybrid
Hybrid cable type C
continuously flexible

S PN 669
Profinet type C

continuously flexible

Dimension: 2 x 2 x 22 AWG 2 x 2 x 22 AWG + 4 x 1,5 mm2 2 x 2 x 22 AWG

Conductor:
tinned copper strands,

fine wires 
with reference to VDE 0812

22 AWG: tinned copper strands,
extra fine wires

1,5 mm2: bare copper strands 
acc. to IEC 60228, EN 60228, 

VDE 0295, class 6

tinned copper strands,
extra fine wires

Core insulation:
S 151

22 AWG: S 151.
1,5 mm2: TPE 531

PE

Colour code:

blue, yellow, white, orange

22 AWG: blue, yellow, white, orange.
1,5 mm2: black cores with 

consecutive numbers
acc. to EN 50334

blue, yellow, white, orange

Stranding: in layers 22 AWG: in layers
together in layers in layers

Wrapping: PETP foil

Inner sheath: S 322 thermoplastic material

Wrapping: alu foil

Screen: tinned copper braiding

Wrapping: non-woven tape

Outer sheath: PUR / supporting braid / PUR PUR

Sheath colour: green (similar RAL 6018)

Technical data: DR PN 689 P Highflex
reeling

Profinet cable

S PN 668 Hybrid
Hybrid cable type C
continuously flexible

S PN 669
Profinet type C

continuously flexible

Item number: 0689-2202 0668-9010 0669-2202

Peak operating voltage VDE: max. 350 V

Voltage: UL: --- 300 V

Testing voltage: core/core 1500 V, core/screen 1200 V

Temperature range VDE
fixed laying:
flexible application:

- 40°C / + 90°C
- 30°C / + 90°C

UL: up to + 80°C
- 40°C / + 90°C
- 30°C / + 90°C

UL: up to + 80°C
- 30°C / + 70 °C
- 20°C / + 70 °C

Min. bending radius
for laying and installation
(fixed laying): 5 x d
for repeated winding action
(flexible): 10 x d
guided on deflection pulleys
(flexible): 12 x d

fixed laying: 5 x d

flexible application: 10 x d

continuously flexible: 12 x d

fixed laying: 5 x d

flexible application: 10 x d

continuously flexible: 15 x d
Characteristic impedance:

100Ω ± 10Ω, accomplishes the electrical and 
transmission requirements with high frequency 

with reference to EN 50288-2-2 (CAT 5 acc. to EN 50173-1)

100Ω ± 5Ω, accomplishes 
the electrical and transmission

requirements with high frequency 
acc. to EN 50288-2-2 

(CAT 5 acc. to EN 50173-1)

Halogen-free: acc. to DIN VDE 0472 part 815 + IEC 60754-1

Oil resistance: TMPU acc. to DIN VDE 0282 part 10 + HD 22.10 acc. to internal standard

Absence of harmful substances: acc. to RoHS directive of the European Union

www.sab-kabel.de/industrial_ethernet_cat-5_cables/
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PRODUCT RANGE

FLEXIBLE CABLES
n Halogen-free cables  n Cable track cables 

n Servo motor cables  n ETFE, FEP, PFA cables

n Bus cables  n Torsion cables

n Hybrid and special cables  n Control and connection cables

n Data cables  n Besilen® (Silicone) cables

n Compensating and extension cables  n Tray cables

TEMPERATURE MEASUREMENT 
n Protecting armatures and gauge slides

n Mineral insulated thermocouples and Mineral insulated resistance thermometers

n Temperature measurement in plastic processing industry/Hot runner technique

n Diesel thermocouples  n Probe with stainless steel sleeve

n Temperature measurement in test vehicles

n Measurement techniques

CABLE HARNESSING 
n Harnessed cables acc. to customer’s specification

n Harnessed cable track cables

n Helix cables        n Cable harnesses

n Harnessed motor and transmission cables
for Siemens and Indramat drives


